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	 Weave:	 FireRetardant Polyester 
		  Filament/Filament Plain 

Antimicrobic:	 EPA registered anti-microbic 
		  good up to 10 washes

	 Weight:  	 6.5 oz/yd2 (220g/m2)

	 Porosity:	 0.7 CFM/ft2 at 0.5” w.g. (3.6L/s/m2 @ 125Pa)

	 Codes:	 Classified by Underwriters Laboratories
		  in accordance with the requirements of: 

		  • NFPA 90A 	  • UL 2518 	  

		  • AS/NZS 1530.3-1999 
		    (Australia/New Zealand)

FABRIC

Sedona-XmTM NP premium grade fabric features an active antimicrobial agent 
incorporated into the fabric during the fabric manufacturing process along 
with a matte finish.

•	 Commonly used alternative to exposed single wall duct/diffusers

•	 Condensation resistant

•	 Antimicrobial agent (up to 10 washes)

•	 Machine washable
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Sedona-Xm™ NP
Non-Porous

ACTIVE ANTIMICROBIAL

PROTECTION

BLACK SILVER

WHITE TAN

*	 Note: Colors may vary. No two dye lots 
are the exact same color.

GREEN BLUE

RED CUSTOM

*	 Custom colors available, but requires a 
premium charge and additional lead time.

FABRIC SPECIFICATIONS COLOR OPTIONS


